To ensure a large area illumination Coverage.
Elegant Design.

Using Cree XLamp High Power LED Chips.
Uniformity brightness, luminous efficiency
under any height.

Cold light source; Non-thermal radiation;
Non-hazardous metallic mercury;
High-efficiency cooling features;
Environmentally-Friendly.

Light weight; low-powered; High luminous; Not
heating.

Lucas Flat Panel is suitable in parking lots, sidewalks, city parks and streets that require lower poles but wider pole

distances.
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Photo Odexing No. Prowex Model CCT Lumens Description
Number of LED: 30 Cree LED
A-68FP-030-CR4 aow Lucas FP 130 [5500K| 3900 [[[PilMonage: 220veonz
Dimensions: 433*333"100.5mm
Number of LED: 42 Cree LED
A-68FP-042-CR4 s5wW Lucas FP 142 |[5500K| Saso0 [[[PnIVolage: 220va0nz
Dimensions: 433*333"100.5mm
Number of LED 60 pcs Cree LED
Input Voltage: 220V50Hz
A-G68FP-060-CR4 sow Lucas FP 11 60|5500K| 7800 [P VolBas: 228
Dimensions: 560*333100.5mm
Number of LED 72 pcs Cree LED
Input Voltage: 220v50Hz
A-68FP-072-CR4 0w Lucas FP Il 72(5500K(| 9360 (B arAaS: 228
Dimensions: 56033371 00.5mm
Number of LED 84 pcs Cree LED
A-68FP-084-CR4 110w Lucas FP Il 84 |5500K| 10920 [[[P1lFonaac: 220ve0Hz
Dimensions: 5603331 00.5mm
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U-Tron (Beijing) Electronics Co., Ltd.

East 5Th floor, 10 Lang jia yuan Jian Guo Men Wai Avenue Beijing,China,100022
86-010-6568-2990 ; www.u-tron.com



